SPEC/#H#&%: STOW 18AWGX5C Customer/Z5 )7

Coding/ % A Ymhith :

DIAGRAMS OF /45 #4 [

EXPLAIN/ 7= it #H

STANDARD

o UL62
ZH e

INSTITUTIONS

UL
NIERLIY

MARKING/ E[l 723k

Rated Voltage
BUERE (V)

600

<UL>STOW 105°C VW-1 18AWGX5C E231324

JINGYI 463217-001 600VRC(UL) STOW 105°C
600V FT1 18AWG (0.824mm2) x5C

Temperature rating

BUEIREZ ('C)

105

Process parameters/T.2Z ¥

Project/TiH parameters/Fi AR Z%
CONDUCTOR/ &:4# Bare copper/#R4 Electrical Performance/HS 4 fE
CONSTRUCT IOM/ #4J & F % 48/0. 15TS£0. 005
Conductor Resistance
INSULATTON/ 4% PVC SRHPH (Q/km, 201C) <22.40
Nom. Thickness*F¥J/EfE (mm) 0.76
Min. Thickness/# & &2 F (m) 0.69
OD/ 4525z (mm) 2.5+0.05
FIIH e TARAR
ASSEMBLE/ % 2k 5C SHENZHEN SHOU LTANG ELECTRONICS CO., LTD
FILLER/IE 7S PVC or other
PVCI L E
77 A RN T
Product specification Book
JACKET/ % PVC FE1%/TEL: 0755-81758041
Nom. Thickness*F¥J/EfE (mm) 2.03
Min. Thickness/# 7 A & (mm) 1.62
DIAMETER/E.4%& (mm) 12£0.5
Extrude method/H#H 777k Tight/#H
MAKE A The n?w#version
Hil{E B RAT
CHECK BT
Colour/Hith, % DATEH }1:2018-05-03
INSULATION black White green red yellow |APPROVAL T DATE H 3 :2018-05-03
4% By ga ® % DATE H ]:2018-05-03
Versionfit4d |[A/0 pageTifg :  1/1
JACKET/#1 % black (%) CUSTOMER ACKNOWLEDGED
PRI






