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The DDC 1 AC is a two way DALI to DMX converter. It features one DALI input and one DMX output, allowing conversion of up 
to 64 channels of DALI into DMX-512 signal. Via an internal dip switch, you can reverse the path, making it DMX input to DALI 
output.

Client:

Project:
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Order Code:

Quantity:

SPECIFICATIONS 

Operating Voltage 100-277VAC, 50/60Hz

DALI Input / Outputs 1

DMX Input / Outputs 1

Mode Adjustment via internal dip switch, default is DALI -> DMX, optional mode is DMX -> DALI

Maximum Control Channels 64 DALI & 64 DMX

Protocols DALI & DMX-512

Power Consumption 8.3 mA, 1W at 120VAC

Finish Black

Housing Material Extruded aluminum

IP Rating IP20, Dry location

Operating Temperature 14°F to 122°F (-10°C to 50°C)

Fixture Connectors Attached 14” (355 mm) leads for AC Input, terminal blocks for DMX and DALI

Warranty 3 Years

Weight 0.8 lbs (0.36 kg)

Dimensions W 7.75” x H 2” x L 2.54”  (197 x 51 x 64.6mm)

Certifications

DDC 1 AC ™

Specifications subject to change
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DDC 1 AC:  DALI to DMX Converter, 64 channels

Specifications subject to change

DDC 1 AC ™


